RUELINE"

Three Piece Screwed Ball Valve, Full Bore, 1000/800PS1

Features :

Investment Casting

Blow out proof stem, In-line Maintenance
For Chemical, Industrial Application

Carbon Steel or Super Alloy upon request

Fig No. N650 ISO  Full Bore
1/4" ~ 4" DN §- DN 100

Standard Compliance :
Body wall thickness : ASTM B16.34
Threaded end : ANSI B1.20.1(NPT)

BSP
BSPT

DIN259

DIN 2999
Face to Face : MD's Standard
Body Material : ASTM A351 GR.CF8M
Pressure Testing : APl 598

Specification
End Connection : Threaded end (SW and BW connections also available)
Working Pressure :1000PSI (CWP) for 1/4" ~ 2"
800PSI (CWP) for 2-1/2" ~ 4"
Temperature : -20 ~ 180° C

Option :
MATERIALS LIST 1. Locking Device Handle B ' -
NO. PART NAME MATERIAL
1 BODY ASTM A351 Gr.CF8M
6 END CAP ASTM A351 Gr.CF8M
7 BALL ASTM A351 Gr.CF8M
8 | STEM A276 316SS
11 | SEAT RPTFE
12 | STEM SEAL PTFE -
15 | STEM PACKING PTFE
16 | UNION SEAL TFE
32 [ STOP PLATE SS304
26 | GLAND SS316
28 | HANDLE NUT SS304 j
30 | HANDLE SS304 — - K
42 | CAP BOLT SS304 L
22 | SPRING WASHER| SS304
28 [ CAP NUT SS304
39 | LOCKING PIN SS304
DEPTH OF
SOCKET WELD ENDS
DIMENSIONS it 1 et
| D VI T
SIZE 5'2101 A| D Sg‘ied”'%go o3| F | G| K |[H]|L|[s] T ‘jg
DN8 | ' | F03 |632] 11 | 92 [124] 36 | 36 | 9.65]14.35] 60 | 106 | 5 ®HO@ o@D
DN10| %" | Fo3 [632] 11 | 125|157 36 | 36 | 9.65 17.78] 60 | 106 | 5 | - ) J
DN15] %" | Fo3 | 702142158 19 | 36 | 36 | 9.65|21.97] 60 | 106 | 5
DN20| %" | Foa | 77 [ 205 209 241 42 | 42 [ 1272731 72 [ 128 | 7
DN25| 1" | Foa | 92 | 254 | 267200 42 | 42 | 127 [34.04] 78 | 128 | 7
DN32 | 1% | Fos | 105 [ 318 35 | 382] 50 | 50 | 12.7 428 85 | 199 | 9
DN40 | 1% | Fo5 | 120 | 38 | 409441 50 | 50 | 127489 93 | 199 | 9
DN50| 2" | Fo5 | 138 | 50 | 526|558 ] 50 | 50 |15.75[61.37] 104 | 199 | 9
DN 65 | 2%" | Fo7 | 170 | 635 | 62.7 | 65.9 | 70 | 70 |15.75]74.13] 126 | 254 | 10
DN80| 3" | Fo7 [ 191 | 76 | 77.9]81.1] 70 | 70 [15.75[90.11] 136 | 254 | 10
DN 100] 4" | F10 [ 217 | 101 [102.3[105.5] 102 | 96 | 22.2[115.8] 163 | 303 | 145
WORKING PRESSURE: 1/4"~2" 1000PSI
2-1/2"~4" 800PSI



